
Technical Guide
Section II

Sensitive Soil Features for Nutrient Management Practices

LINCOLN COUNTY

MUSYM Component Name Flooding Soil Bedrock Water
Frequency Texture Depth Depth Min Max

Inches Feet
ArC2 ARVILLA NONE SL 60 6 6 12
ArD2 ARVILLA NONE SL 60 6 12 18
BbC BARNES NONE L 60 6 6 12
BbC BUSE NONE L 60 6 6 12

BbC2 BARNES NONE L 60 6 6 12
BbC2 BUSE NONE L 60 6 6 12
BcC2 ARVILLA NONE SL 60 6 6 12
BcC2 BARNES NONE L 60 6 6 12
BcC2 BUSE NONE L 60 6 6 12

Bh BLUE EARTH NONE MK-SIL 60 -1 0 1
BlE BUSE NONE L 60 6 18 25
BlF BUSE NONE L 60 6 25 40

BnF BUSE NONE ST-L 60 6 5 40
BoD BARNES NONE L 60 6 12 18
BoD BUSE NONE L 60 6 12 18

BoD2 BARNES NONE L 60 6 12 18
BoD2 BUSE NONE L 60 6 12 18
BrD2 ARVILLA NONE SL 60 6 12 18
BrD2 BUSE NONE L 60 6 12 18

BrF ARVILLA NONE SL 60 6 18 25
Co COLVIN NONE SICL 60 0.5 0 1
Dv DIVIDE NONE SIL 60 1.5 0 2
Fc FLOM NONE CL 60 0.5 0 2
Fu FULDA NONE SICL 60 0.5 0 2

HaA HAMERLY NONE L 60 2 1 3
Hd HIDEWOOD NONE SICL 60 0.5 0 2
La LAKE BEACHES NONE SL 60 0.5 0 1

Lm LAMOURE OCCAS SICL 60 0 0 2
Lo LAMOURE FREQ SICL 60 0 0 2
Lo LAPRAIRIE FREQ L 60 3.5 0 2
Ma MARSH NONE SICL 60 -1 0 1
Mu MUCK NONE MK-SICL 60 -1 0 1
Om OLDHAM NONE SICL 60 -1 0 1
Pa PARNELL NONE SICL 60 -1 0 1
Ra RAUVILLE FREQ SICL 60 0 0 2

SoF SIOUX NONE GR-SL 60 6 5 40
SwC SVERDRUP NONE SL 60 6 6 12

Va VALLERS NONE SICL 80 0.5 0 2
VeC2 VIENNA NONE SIL 60 6 6 12

Flooding frequency is frequent Soil Texture is loamy fine sand or coarser

Rock depth is 40" or less Water table is 2 feet or less

Slope steepness is greater than 6%

% Slope
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